
Nexus Solutions Nex-Wash can be used for new build or refurbishment projects, and can be mounted on partition 

or solid walls attractively concealing all services from the floor, wall or ceilings. All Nex-Wash are manufactured 

using Nex-Sheet giving a very high impact resistance plus antimicrobial protection and are pre-plumbed in the 

factory which greatly reduces installation cost and time on site with minimal interruptions.

Product Variants:

The standard Nex-Wash is 600mm wide x 150mm deep up to 2750mm high stand alone.

We also offer a corner, recessed and low height option as well as integration with our Nex-Pod range. 

Other sizes and designs are available on request.

Construction:	

The Nex-Wash is constructed from a compact 

density fibre board because of it’s excellent water 

resistance and high impact resistant properties 

which is then covered with our Nex-Sheet, not only 

for a seamless decorative finish but also gives 

it antimicrobial protection. The plinth is made 

from a structural plywood which can be either 

pre-installed before the floor has been layed or 

afterwards, finished with Nex-Sheet.

Plumbing:	�

Pre-plumbed HTM 64 compliant sanitary ware, 

Y-strainers and ball lever valves which are factory

pressure tested and all pipework is insulated.

Maintenance:	

There are 2 lockable access doors and 1 

removable panel giving plenty of room for 

installation and maintenance.
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